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Time (h:min)
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Polyol A

O Tolonate X FD 90 B O Tolonate HDT 90 B O Blend of HDT 90 B + XIDT 70 B O Competitor
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HDI trimer Tolonate X FD 90 B Blend of HDI tr +

IPDI tr (70/30)
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Gloss: 20° geometry
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RED-04119, UVCON weathering, gloss RSD-04119: UVCON weathering, delta E

=p=Tolonate HOT 80
=@=Tolonate HOT 90 + ICT
=r=Tolonate X FO S0 B

=@=Tolonate H
=ir=Tolonate X
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Exposure time (light hours at 4hidh cyle)
Exposure time {lighthours at 4hidh cycle}

I 592 =2-"")12@

23 45




[€] Perstorp

WINNING FORMULAS

/6 07 40 $58&




# ?21' 4,4@

#7MQ@




527 73/-"")12

%



1 & 9::&:54+4' < =

, ]







Gloss (%)
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Gloss at 20°
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Yellowing (b*)
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Dust free time Tack free time

Dry hard time
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Apllication on phosphated steel panels (Q-Panels)

: Rating from 5 = No damage to 0 = film destroyed
Tests done after 2 weeks drying at room temperature
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—e— Blend of HDI tr + IPDI tr (70/30)
—=— Standard HDI trimer
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Clearcoat based on Polyol A, DBTL : 0.003% on solids
300 pum films - Drying 7 days at 23T , 50% HR
Frenquency : 1 Hz

1E+10 - Type of hardener :

—— HDI trimer
—— Blend of HDI tr + IPDI tr (60/40)

—— Tolonate XFD 90 B
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Hardener Ta? @ E.ubber (MPQ)

Standard HDI trimer 48 6.6
Blend of HDI trimer 61 6.6
+ IPDI trimer (60/40)










